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Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x5W

LED Type:
BRIDGELUX  LED

Luminous Flux:
360lm 3000K / 500lm 5600K

Safety Class:
I

IP Protect:
IP54
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LL1702-01

LL 1702-02

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x5W

LED Type:
BRIDGELUX  LED

Luminous Flux:
360lm 3000K
500lm 5600K

Safety Class:
I

IP Protect:
IP54
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LL 1682-02
LL 1682-01

LL 1681-WH

LL 1681-BK

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x5W

LED Type:
BRIDGELUX  LED

Luminous Flux:
360lm 3000K
500lm 5600K

Safety Class:
I

IP Protect:
IP54
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LL 1621

LL 1622

LL 1621-27
E27 max. 15W

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1622: 3x1W
1621: 6x1W

LED Type:
                LED 

Luminous Flux:
1622: 330lm 3000K / 360lm 6000K   
1621: 660lm 3000K / 720lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1661-WH
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Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
2x3W

LED Type:
                LED 

Luminous Flux:
360lm 3000K / 420lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1411-BR

LL 1411-GU-10
GU10 max. 35W
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Material:
Aluminium body with temper glass 

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x5W

LED Type:
BRIDGELUX  LED

Luminous Flux:
360lm 3000K / 500lm 5600K

Safety Class:
I

IP Protect:
IP54
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Wall&Bollard

LL 7482-20-BK

LL 7482-65-BK

LL 7481-BK

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP44
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LL 1402-27-DG

E27 max. 18W
LL 1402-27-GY
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LL 1401

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1401: 3x1W 
1402: 12x1W

LED Type:
                LED 

Luminous Flux:
1401: 330lm 3000K / 360lm 6000K
1402: 1320lm 3000K / 1440lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1461-GY (LED)

LL 1461-GU-10
GU10 max. 35W

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
3x1W

LED Type:
                LED

Luminous Flux:
330lm 3000K / 360lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1733

LL 1731

LL 1732

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1731/1733: 1x7W
1732: 2x7W

LED Type:
BRIDGELUX  LED

Luminous Flux:
1731/1733: 540lm 3000K / 700lm 5600K
1732: 1080lm 3000K / 1400lm 5600K

Safety Class:
I

IP Protect:
IP54
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LL 1015-01 LL 1015-02

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
4x1W

LED Type:
                LED 

Luminous Flux:
440lm 3000K / 480lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1331-GY

LL 1331-GU-10

LL 1332-BKLL 1331-BK
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1331: 3x1W
1332: 4x1W

LED Type:
               LED

Luminous Flux:
1331: 330lm 3000K / 360lm 6000K   
1332: 440lm 3000K / 480lm 6000K

Safety Class:
I

IP Protect:
IP54
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1019: 6x1W
1020: 12x1W

LED Type:
               LED

Luminous Flux:
1019: 660lm 3000K / 720lm 6000K
1020: 1320lm 3000K / 1440lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 5498-GY

LL 5498 (LED)
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E27 max. 2x26W

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
81xLED / 16.2W

LED Type:
5050 SMD LED

Luminous Flux:
1053lm 3000K / 1134lm 6000K

Safety Class:
I

IP Protect:
IP54

Wall&Ceiling



LL 1291-A

LL 1293

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1291-A/1292-500: 1x3W
1293: 2x3W

LED Type:
               LED

Luminous Flux:
1291-A/1292-500:
180lm 3000K / 210lm 6000K
1293:
360lm 3000K / 420lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1022
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1021-A: 1x3W
1022-A: 2x3W

LED Type:
                LED

Luminous Flux:
1021-A: 180lm 3000K / 210lm 6000K
1022-A: 360lm 3000K / 420lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall&Spotlight

LL 1741

LL 1742
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
3x3W

LED Type:
LED

Luminous Flux:
540lm 3000K / 690lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1031

LL 1032
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1021/1031: 3x1W
1022/1032: 6x1W

LED Type:
                LED

Luminous Flux:
1021/1031: 330lm 3000K / 360lm 6000K
1022/1032: 660lm 3000K / 720lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1671-GY

LL 1672-01-GY LL 1672-65-GY

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
8x1W

LED Type:
                LED

Luminous Flux:
880lm 3000K / 960lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall

LL 1713

LL 1712-SI

LL 1711

Material:
Aluminium body 
with impact resistant PMMA

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
40xLED / 8W

LED Type:
5050 SMD LED

Luminous Flux:
520lm 3000K / 560lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1421
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Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
25xLED / 5W

LED Type:
5050 SMD LED

Luminous Flux:
325lm 3000K / 350lm 6000K

Safety Class:
I

IP Protect:
IP54
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Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1061: 3x1W
1062: 6x1W
1063: 4x1W
1064: 8x1W

LED Type:
                LED

Luminous Flux:
1061: 330lm 3000K / 360lm 6000K
1062: 660lm 3000K / 720lm 6000K
1063: 440lm 3000K / 480lm 6000K
1064: 880lm 3000K / 960lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 5488-GY (LED)

LL 5488-BK

LL 5489-GY (LED)

LL 5489-BK

E27 max. 18W

E27 max. 18W

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
49xLED / 9.8W

LED Type:
5050 SMD LED

Luminous Flux:
637lm 3000K / 686lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1582-01-SI LL 1582-65-SI

LL 1581-SI

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x7W

LED Type:
BRIDGELUX  LED

Luminous Flux:
540lm 3000K / 700lm 5600K

Safety Class:
I

IP Protect:
IP54
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Wall

LL 1441-01

LL 1441-02 (R7s)

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
5x1W

LED Type:
                LED

Luminous Flux:
550lm 3000K / 600lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1491

LL 1492

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
6x1W

LED Type:
                LED

Luminous Flux:
660lm 3000K / 720lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall&Pole Lantern

LL 1791
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Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1791 / 1792-1000: 27xLED / 9W
1792-2300: 54xLED / 18W

LED Type:
5630 SMD LED 

Luminous Flux:
1791 / 1792-1000: 
1076lm 3000K / 1184lm 6000K
1792-2300:
2152lm 3000K / 2368lm 6000K

Safety Class:
I

IP Protect:
IP54



LL 1721

LL 1722-01
LL 1724-01

LL 1722-65

1721/1722

LL 1724-65

1724

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1721/1722: 6x1W
1724: 3x3W

LED Type:
                LED

Luminous Flux:
1721/1722: 660lm 3000K / 720lm 6000K
1724: 540lm 3000K / 630lm 6000K

Safety Class:
I

IP Protect:
IP54
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Bollard Bollard

LL 1717-01 LL 1717-02 LL 1717-03

Material:
Aluminium body 
with impact resistant PMMA

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
1717-500/900: 40xLED / 8W
1717-1800: 80xLED / 16W

LED Type:
5050 SMD LED

Luminous Flux:
1717-500/900:
520lm 3000K / 560lm 6000K
1717-1800:
1040lm 3000K / 1120lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall Wall

LL 1225

60Ø180

LL 1224
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Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
3x1W

LED Type:
                LED

Luminous Flux:
330lm 3000K / 360lm 6000K

Safety Class:
I

IP Protect:
IP54

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
5x1W

LED Type:
                LED

Luminous Flux:
550lm 3000K / 600lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1571

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
25xLED / 5W

LED Type:
5050 SMD LED

Luminous Flux:
325lm 3000K / 350lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall&Bollard

LL 1715

LL 1716-01 LL 1716-02

Material:
Aluminium body 
with impact resistant PMMA

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
1715/1716-650: 20xLED / 4W
1716-2000: 40xLED / 8W

LED Type:
5050 SMD LED

Luminous Flux:
1715/1716-650:
260lm 3000K / 280lm 6000K
1716-2000:
520lm 3000K / 560lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall Recessed

LL 1276

LL 1277
58 52

19
5

52

19
5

58

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x3W

LED Type:
                LED 

Luminous Flux:
180lm 3000K / 210lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall RecessedWall Surface

LL 1481

LL 9681 (SMD)

LL 9682 (SMD)

LL 9684 (SMD)

LL 9683 (SMD)

LL 1482

LL 1483

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
1481/1482: 27xLED/5.4W
1483: 16xLED/3.2W

LED Type:
5050 SMD LED

Luminous Flux:
1481/1482: 351lm 3000K
1483: 208lm 3000K

Safety Class:
I

IP Protect:
IP54

233 42
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Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
9681-SMD / 9682-SMD: 24xLED/4.8W
9683-SMD: 10xLED/2W
9684-SMD: 16xLED/3.2W

LED Type:
5050 SMD LED

Luminous Flux:
9681-SMD / 9682-SMD: 312lm 3000K
9683-SMD: 130lm 3000K
9684-SMD: 208lm 3000K

Safety Class:
I

IP Protect:
IP54
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Wall&SpotlightWall Surface

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x12W

LED Type:
               LED

Luminous Flux:
1060lm 3000K / 1220lm 5000K

Safety Class:
I

IP Protect:
IP54
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Wall&Bollard Wall&Bollard
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Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 18W

Safety Class:
I

IP Protect:
IP44
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LL 7071-SI

LL 7072-SI

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP44



Wall

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x7W

LED Type:
Bridgelux LED

Luminous Flux:
570lm 3000K / 680lm 5000K

Safety Class:
I

IP Protect:
IP54
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Wall

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
42xLED / 6W

LED Type:
2835 SMD LED

Luminous Flux:
800lm 3000K / 880lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
27xLED / 9W 

LED Type:
5630 SMD LED

Luminous Flux:
1076lm 3000K / 1184lm 6000K

Safety Class:
I

IP Protect:
IP54

LL 1841-WH

LL 1841-BK

259 114
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Wall

Material:
Aluminium body with temper glass 

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
18xLED / 6W

LED Type:
5630 SMD LED

Luminous Flux:
740lm 3000K / 820lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1881-BK
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Wall

Material:
Aluminium body with opal PC 

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
42xLED / 6W

LED Type:
2835 SMD LED

Luminous Flux:
800lm 3000K / 880lm 6000K

Safety Class:
I

IP Protect:
IP54

LL 1882-GY
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Wall

LL 1751-GY

LL 1751-BK

55Ø180

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
18xLED / 6W

LED Type:
5630 SMD LED

Luminous Flux:
740lm 3000K / 820lm 6000K

Safety Class:
I

IP Protect:
IP54
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WallWall&Ceiling

LL 1295  LL 1296

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1295: 1x3W      
1296: 2x3W

LED Type:
               LED

Luminous Flux:
1295: 180lm 3000K / 230lm 6000K
1296: 360lm 3000K / 460lm 6000K

Safety Class:
I

IP Protect:
IP54
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LL 1781

□140 56

Material:
Aluminium body with frost glass

Voltage:
220-240V or 110-130V / 50-60Hz

LED Qty / Watt:
25xLED / 5W

LED Type:
5050 SMD LED

Luminous Flux:
325lm 3000K / 350lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall&Bollard

LL 1761-BK

LL 1762-65-BK

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
3x3W

LED Type:
               LED

Luminous Flux:
540lm 3000K / 690lm 6000K

Safety Class:
I

IP Protect:
IP54
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Wall Recessed
Underground Pool

57

40

LL 9502-01LL 9501-01

LL 9501-02

LL 9502-03

LL 9502-02

95

□40

57

□60

LL 9501-03

LL 1081

LL 1082

Ø190 60 Ø270 42

LL 8221

Ø180

15
1

Material:
Aluminium

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
9501/9501-SQ: 6xLED/0.6W
9501-1W/9503-1W(SQ): 1x1W

LED Type:
9501/9501-SQ: 5mm LED
9501-1W/9503-1W(SQ):               LED

Safety Class:
I

IP Protect:
IP65

AR111 max. 50W 12V

Material:
316 stainless steel

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1081: 4x1W
1082: 7x1W

LED Type:
                LED

Luminous Flux:
1081: 440lm 3000K / 480lm 6000K
1082: 770lm 3000K / 840lm 6000K

Safety Class:
III

IP Protect:
IP68

fecb fecb
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Bollard

LL 1892 LL 1892-01 LL 1892-02

45
0

Ø90

25
0

Ø90

65
0

Ø90

fecb fecb

330

264

198

132

66

0

Material:
Aluminium body with temper glass

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x7W

LED Type:
Bridgelux LED

Luminous Flux:
570lm 3000K / 680lm 5000K

Safety Class:
I

IP Protect:
IP54



Wall

LL 1821-GY

LL 1821-BK

Material:
Aluminium body with opal PC 

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1821: 6x1W
1821-SMD: 18xLED / 6W

LED Type:
1821:  LED
1821-SMD: 5630 SMD LED

Luminous Flux:
1821:
700lm 3000K / 770lm 6000K
1821-SMD:
740lm 3000K / 820lm 6000K

Safety Class:
I

IP Protect:
IP54

Ø90 135
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320º

fecb fecb

90

72

54

36

18

0

Adjustable



Wall

Material:
Aluminium body with opal PC

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
42xLED / 6W 

LED Type:
2835 SMD LED

Luminous Flux:
800lm 3000K / 880lm 6000K

Safety Class:
I

IP Protect:
IP54

LL 1811-WH

LL 1811-BK

26
8

100 162.5

fecb fecb

210

168

126

84

42

0

Adjustable



Wall

Material:
Aluminium body with temper glass 

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
27xLED / 9W

LED Type:
5630 SMD LED

Luminous Flux:
1076lm 3000K / 1184lm 6000K

Safety Class:
I

IP Protect:
IP54

LL 1871-BK

LL 1871-WH

100

27
3

168

fecb fecb
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1,072

804

536

268

0



Bollard

LL 1872-01

LL 1872
104 155

155104

50
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90
0

fecb fecb

1,340

1,072

804

536

268

0

Material:
Aluminium body with temper glass 

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1872-500/900: 6x1W      
1872SMD-500/900: 27xLED / 9W

LED Type:
1872-500/900:                 LED
1872SMD-500/900: 5630 SMD LED 

Luminous Flux:
1872-500/900:
700lm 3000K / 770lm 6000K
1872SMD-500/900:
1076lm 3000K / 1184lm 6000K

Safety Class:
I

IP Protect:
IP54

1872-500
1872-01-900



UndergroundUnderground

LL 1103

LL 1104

LL 1101

LL 1102

105

12
0

105

12
0

105

12
0

105

12
0

Material:
Aluminium body with stainless steel cover

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
3x1W

LED Type:
                LED

Luminous Flux:
330lm 3000K / 360lm 6000K

Safety Class:
I

IP Protect:
IP65

Material:
Aluminium body with stainless steel cover

Voltage:
100-240V / 50-60Hz

LED Qty / Watt:
1x3W

LED Type:
                LED

Luminous Flux:
180lm 3000K / 210lm 6000K

Safety Class:
I

IP Protect:
IP65

fecb fecb
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Wall&BollardWall&Bollard

LL 7353-BK

LL 7361-BK

LL 7362-BK

LL 7362-65-BK
LL 7354-65-BKLL 7354-35-BK

35
0

Ø170

65
0

Ø170

Material:
Aluminium body with frost PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 18W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with clear PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 18W

Safety Class:
I

IP Protect:
IP44

215
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Ø220
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0
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20
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Ø220



Wall Wall

LL 9043-01

LL 9043-02

LL 9046-01

LL 9046-02

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
9050/7165: G9 max. 40W
9044/7163: E27 max. 100W
9047/7164: E27 max. 2x100W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
9043/9043-A: E27 max. 60W
9046/9046-A: E27 max. 2x60W

Safety Class:
I

IP Protect:
IP44
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LL 7164

LL 7163

LL 9047

LL 9044

LL 9050 LL 7165
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CeilingWall&Ceiling

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7393: GX53 max. 11W
9053/7162: E27 PAR30 75W

Safety Class:
I

IP Protect:
IP54

LL 9053-SI

LL 7162-SI

Ø108

14
0

  108

14
0

Ø108

60

LL 7393-SI

LL 7131

LL 7132

LL 7133

Material:
Aluminium

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7131 / 7133: E27 max. 60W
7132: E27 max. 2x60W

Safety Class:
I

IP Protect:
IP44
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108
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108

30
0

108
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Wall

LL 7441-RU

LL 7443-BK

LL 7442-GY

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7441 / 7442: E27 Max.2x18W
7443: E27 Max.18W

Safety Class:
I

IP Protect:
IP54
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149 97

28
5

149 97



Bollard Wall

LL 7273-BK

LL 7271-01-BK

LL 7271-02-BK

LL 7275-BK LL 7271-03-BK

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max.18W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max.26W

Safety Class:
I

IP Protect:
IP44
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200



BollardWall

LL 7433-02-BKLL 7433-01-BK

LL 7431-BK

LL 7432-BK

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 20W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 20W

Safety Class:
I

IP Protect:
IP44
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Wall&BollardWall&Bollard

LL 9101-01

LL 9101-02

9103-200
9103-450
9103-650

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max.18W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
G9 max. 25W

Safety Class:
I

IP Protect:
IP54
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LL 7462-01

LL 7462-02
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108
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WallWall

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
9022-B: GU10 max. 50W
9022-A: GU10 max. 2x50W

Safety Class:
I

IP Protect:
IP44

122

26
0
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5

LL 9022-02

LL 9022-01

14
7

122
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LL 7181

LL 7182

LL 7191

LL 7192

Material:
Aluminium

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7181/7191: GU10 max. 35W
7182/7192: GU10 max. 2x35W

Safety Class:
I

IP Protect:
IP44
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Wall&CeilingWall&Ceiling

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max.2×26W

Safety Class:
I

IP Protect:
IP54

LL 5497

Ø
31

0

96

LL 5521

LL 5523

LL 5522

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 2x18W

Safety Class:
I

IP Protect:
IP54

Ø300 100



WallWall

LL 5495-01

LL 5495-02

LL 5311

LL 5312

LL 5315

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP54

Material:
Aluminium body with frost glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 Max.2x18W / G24d-3 Max.26W

Safety Class:
I

IP Protect:
IP54
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250 132
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Wall&CeilingWall&Ceiling

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 2x18W

Safety Class:
I

IP Protect:
IP54

LL 5531-SI

LL 5532-SI

300

30
0

100

LL 5541-SI

LL 5543-SI

LL 5542-SI

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27  Max. 2x18W

Safety Class:
I

IP Protect:
IP54

180

29
0

93



Wall&Ceiling Wall

LL 5361

LL 5381

LL 5391

LL 5371

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
5401/5421: E27  Max. 18W
5411/5431: E27  Max. 11W

Safety Class:
I

IP Protect:
IP54

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
5361/5381: E27  Max. 2x18W
5371/5391: E27  Max. 11W

Safety Class:
I

IP Protect:
IP54

Ø275 86

Ø220 80

78270

76215
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5402
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LL 5422
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95280
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Wall&BollardWall&Bollard
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150

LL 7081-BK

LL 7083-BK

90

65
0

140

Material:
Aluminium body with frost glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP44

Material:
Aluminium body with frost glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP44
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LL 7111

LL 7113



Wall

LL 7141-GY

LL 7142-GY

65

96
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96
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Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7141: GU10 max. 35W
7142: GU10 max. 2x35W

Safety Class:
I

IP Protect:
IP54



WallWall

LL 8052-SI

LL 8054-SI

LL 8056-SI

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
8052/8054-AL:GU10 max. 35W
8056-AL: GU10 max. 2x35W

Safety Class:
I

IP Protect:
IP54
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85

60

11
0

85

60

LL 7491

LL 7492

LL 7493

LL 7494

Material:
Aluminium body with temper glass

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
7491/7493: GU10 max. 35W
7492/7494: GU10 max. 2x35W

Safety Class:
I

IP Protect:
IP44
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68
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68
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WallWall

LL 5496-BK

LL 5492-BK

Ø192 120

LL 7151-SI

LL 5491-BK

Material:
Aluminium body with opal PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP54

Material:
Aluminium body with PC

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 18W

Safety Class:
I

IP Protect:
IP54
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30
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26
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Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

LL 5O3A-BK

LL 503B-BK

LL 503C-BK

O186 210

O186

39
0

O186

208



Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

LL 503P-2000-02 LL 503P-2000-03
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61
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5 52

5
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21
50

525
186

21
50

Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

LL 503D-BK

LL 503P-11-BK

O186 11
00

O186



LL 502D-BK

LL 502P-11-BK

Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

191

89
5
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191

LL 5O2A-BK

LL 502B-BK

LL 502C-BK

Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

230

31
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31
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230
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191



Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

611
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528.5
191
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61
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LL 522P-21-BK LL 532P-21-BK

LL 402S-DG

LL 402B-DG

Wall

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
LED 9W /  11W

Safety Class:
I

IP Protect:
IP65

270

70

350

107



Wall&Bollard

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

LL 4058-DG

Wall

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54
IP44

LL 5341-DG

LL 5342-DG

290

129

114

LL 4071-DG

LL 4072-DG
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WallWall

LL 2009-11-DL-DG

LL 2009-06-DL-DG

LL 2009-01-DL-DG

123 110

13
0

110

11
0

110

Material:
Heavy Duty Die casting Aluminium

Voltage:
220-240V 50Hz

Lampholder / Watt:
LED 12W 800lm
LED 4W 350lm

Safety Class:
I

IP Protect:
IP54 / IP44

Material:
Aluminium body with frost glass

Voltage:
220-240V 50Hz

Lampholder / Watt:
LED 6W 450lm

Safety Class:
I

IP Protect:
IP54

LL 2001-65-DL-DG

LL 2009-31-DL-DG

300

225

90
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5

108



Garden LightWall

LL 2009-03-DL-DG

LL 2009-12-DL-DG

Material:
Stainless Steel Wall Light
Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44

Material:
Heavy Duty Die casting Aluminium
PC Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
LED 12W 750lm

Safety Class:
I

IP Protect:
IP54

LL 2000-92-DL-SS

LL 2000-91-DL-SS

330

400

76 76

143

LL 2009-02-DL-DG

200

200
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110
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Wall

Material:
Stainless Steel Wall Light
Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44

26
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230

95

LL 2001-26-DL-SS

Wall

Material:
Stainless Steel Wall Light
Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44
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LL 2001-23-DL-SS

LL 2000-39-DL-SS

LL 2001-28-DL-SS

LL 2000-29-DL-SS LL 2000-25-DL-SS

LL 2000-38-DL-SS



WallWall

LL 2001-03-DL-SS

308

90
98

Material:
Stainless Steel + Tempered Glass
(SS Thickness 2mm)

Voltage:
220-240V 50Hz

Lampholder / Watt:
GU10 Max 50W

Safety Class:
I

IP Protect:
IP44

Material:
Stainless Steel Wall Light
Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 40W

Safety Class:
I

IP Protect:
IP44

16
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90
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LL 2001-01-DL-SS
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LL 2000-02-DL-SS

LL 2000-13-DL-SS



LL 2009-16-DL-DG

Wall

Material:
Heavy Duty Die Casting Aluminum 
PC Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
LED 6W 400lm
GX53 Max 9W

Safety Class:
I

IP Protect:
IP44
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LL 2001-32-DG

LL 2001-42-DG

LL 2004-01-DL-SS

Wall

Material:
Heavy Duty Die Casting Aluminum 
PC Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44
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285

285

85 LL 2004-02-DL-SS

LL 2001-74-DL-SS



Wall&Bollard

LL 2000-71-DL-SS
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180

Material:
Stainless Steel Wall Light
PC Di�user /Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44

LL 2003-09-DL-SS

LL 2000-73-DL-SS

Wall

LL 2001-01-DG
LL 2001-02-DG (LED)

Material:
Aluminum Wall Light
PC Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W
LED 8W 650lm

Safety Class:
I

IP Protect:
IP44

LL 2001-47-01-DL-DG
LL 2001-47-02-DL-DG (LED)

LL 2001-48-01-DL-DG
LL 2001-48-02-DG (LED)
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2

75

250



LL 2000-23-DL-SS

LL 2000-28-DL-SS

Wall LightWall&Bollard

LL 2002-94-DL-SS

31
5

210

80
0

200

50
0

250

31
5.
5

210

Material:
Stainless Steel Wall Light
Opal Di�user

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44

Material:
Stainless Steel Wall Light
PC Di�user / Clear Heavy Glass

Voltage:
220-240V 50Hz

Lampholder / Watt:
E27 Max 60W

Safety Class:
I

IP Protect:
IP44

38
0

160

38
0

154.5

LL 2002-91-DL-SS

LL 2000-85-DL-SS

LL 2002-93-DL-SS

LL 2002-99-DL-SS

27
9

132



LL 456A-DG

Wall

Material:
Die Casting Aluminium 
Fixture Opel PC Lens

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
E27 max. 60W

Safety Class:
I

IP Protect:
IP54

LL 456B-DG

LL 457A-DG

LL 457B-DG

Pool

LL 1081

LL 1082

LL 8211

LL 8212

Ø190 60

LED
4x1W
LED

Ø270 42

LED
7x1W
LED

Ø190 60 Ø270 42 Ø180

15
1

5mm
LED 24xLED

Ø190 60 Ø270 42 Ø180

15
1

5mm
LED 24xLED

Material:
S.Steel

Voltage:
220-240V or 110-130V / 50-60Hz

Lampholder / Watt:
12V

Safety Class:
I

IP Protect:
IP68


