
IL Range IL Range



Warm white

WW

Day light

DL

SL 6019-03 | SL 6019-04 | SL 6019-05 SL 6019-06 | SL 6019-07 | SL 6019-08 SL 6019-10 | SL 6019-15 SL 6019-15 | SL 6019-18 | SL 6019-20 | SL 6019-24

IL Range IL Range

Model

SL 6019-03

SL 6019-04

SL 6019-05

SL 6019-06

SL 6019-07

SL 6019-08

SL 6019-10

SL 6019-12

SL 6019-15

SL 6019-18

Power

30W

40W

50W

60W

70W

80W

100W

120W

150W

180W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

2550lm

3400lm

4250lm

5100lm

6300lm

6800lm

8500lm

10200lm

13800lm

16200lm

Packing(cm)

57.5x24x16.5

57.5x24x16.5

57.5x24x16.5

67x30x18

67x30x18

67x30x18

79x34.5x21

79x34.5x21

90x38.5x21.5

90x38.5x21.5

G.W/N.W(kgs)

3.68/3.18

3.68/3.18

3.68/3.18

5.45/4.69

5.45/4.69

5.45/4.69

8.5/7.5

8.5/7.5

10.61/12

10.61/12

Pcs/Ctn

1

1

1

1

1

1

1

1

1

1

CBM

0.0226

0.0226

0.0226

0.0362

0.0362

0.0362

0.0572

0.0572

0.1597

0.1597

LED SMD Street Lantern

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Adjustable Spigot O65O54

Technical Parameters
  LED Chip Brand: CREE/ Bridgelux/ Lumileds
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o



Model

SL 6009-03

SL 6009-04

SL 6009-06

SL 6029-08

SL 6029-12

SL 6039-12

Power

30W

40W

60W

80W

120W

120W

Lamp

Modules

Modules

Modules

Modules

Modules

Modules

Luminous Flux

3400lm

3600lm

5100lm

6400lm

6800lm

19000lm

Packing(cm)

57x23.8x15.7

57x23.8x15.7

69x30x19.5

81x32x23.5

81x32x23.5

91.5x39x27

G.W/N.W(kgs)

4/3.5

4/3.5

5.68/4.92

9.12/8.12

9.12/8.12

10.12/9.12

Pcs/Ctn

1

1

1

1

1

1

CBM

0.0213

0.0213

0.0410

0.0609

0.0609

0.0963

LED Modules Street Lantern

Warm white

WW

Day light

DL

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Adjustable Spigot O65O54

Technical Parameters
  LED Chip Brand: CREE Module
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

IL Range IL Range

SL 6009-03
SL 6009-04

SL 6009-03 | SL 6009-04
SL 6009-03 | SL 6009-04

SL 6009-06

SL 6009-06

SL 6029-08

SL 6029-08 | SL 6029-12

SL 6039-12

SL 6029-12 SL 6039-12

SL 6029-08
SL 6029-12 SL 6039-12SL 6009-06



IL Range IL Range

Model

SL 6028-12

SL 6038-18

Power

120W

180W

Lamp

Modules

Modules

Luminous Flux

10200lm

15300lm

Packing(cm)

92x42x23

92x42x23

G.W/N.W(kgs)

13.4/12.5

13.4/12.5

Pcs/Ctn

1

1

CBM

0.0889

0.0889

Warm white

WW

Day light

DL

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Technical Parameters
  LED Chip Brand: CREE Module
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 6028-12 SL 6038-18

SL 6028-12

SL 6038-18

LED Modules Street Lantern



IL Range IL Range

Model

SL 6016-02

SL 6016-03

SL 6016-04

SL 6016-05

SL 6016-06

SL 6016-07

SL 6016-08

Power

20W

30W

40W

50W

60W

70W

80W

Lamp

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

2000lm

3400lm

4500lm

5400lm

6600lm

7500lm

8500lm

Packing(cm)

44x20x19.5

55x23x12.5

55x23x12.5

55x23x12.5

66.5x30.5x14.5

66.5x30.5x14.5

66.5x30.5x14.5

G.W/N.W(kgs)

1.9/1.8

3/2.5

3/2.5

3/2.5

4.44/3.64

4.44/3.64

4.44/3.64

Pcs/Ctn

2

1

1

1

1

1

1

CBM

0.0343

0.0158

0.0158

0.0158

0.0294

0.0294

0.0294Warm white

WW

Day light

DL

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Technical Parameters
  LED Chip Brand: Epistar/San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 6016-02 SL 6016-03 SL 6016-06 SL 6016-08

LED COB Street Lantern

SL 6016-02

SL 6016-03 | SL 6016-04 | SL 6016-05

SL 6016-06 | SL 6016-07 | SL 6016-08

SL 6016-02 SL 6016-03 | SL 6016-04 | SL 6016-05 SL 6016-06 | SL 6016-07 | SL 6016-08



IL Range IL Range

Model

SL 6016-10

SL 6016-12

SL 6016-15

SL 6016-18

SL 6016-20

SL 6016-24

SL 6016-28

Power

100W

120W

150W

180W

200W

240W

280W

Lamp

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

11100lm

13000lm

16600lm

20000lm

22000lm

28000lm

32000lm

Packing(cm)

76x30.5x14.5

76x30.5x14.5

93x36.5x14.5

93x36.5x14.5

116x45x16.5

116x45x16.5

116x45x16.5

G.W/N.W(kgs)

6/5.19

6.2/5.33

8.5/7.41

8.5/7.41

12.8/14.8

12.8/14.8

12.8/14.8

Pcs/Ctn

1

1

1

1

1

1

1

CBM

0.0336

0.0336

0.0492

0.0492

0.0871

0.0871

0.0871Warm white

WW

Day light

DL

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Technical Parameters
  LED Chip Brand: Epistar/San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

LED COB Street Lantern
SL 6016-10 | SL 6016-12 SL 6016-15 | SL 6016-18 SL 6016-20 | SL 6016-24 | SL 6016-28

SL 6016-10 | SL 6016-12

SL 6016-15 | SL 6016-18

SL 6016-20 | SL 6016-24 | SL 6016-28



SL 6020-03 | SL 6020-04 | SL 6020-05 | SL 6020-06

SL 6020-08 | SL 6020-10 | SL 6020-12

SL 6020-15 | SL 6020-18 | SL 6020-20

IL Range IL Range

LED SMD Street Lantern

Model

SL 6020-03

SL 6020-04

SL 6020-05

SL 6020-06

SL 6020-08

SL 6020-10

SL 6020-12

SL 6020-15

SL 6020-18

Power

30W

40W

50W

60W

80W

100W

120W

150W

180W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

3000lm

4000lm

5000lm

6000lm

8000lm

10000lm

12000lm

15000lm

18000lm

Packing(cm)

53.5x23.5x11.5

53.5x23.5x11.5

53.5x23.5x11.5

53.5x23.5x11.5

76x33.5x14.5

76x33.5x14.5

76x33.5x14.5

91x39.5x16.5

91x39.5x16.5

G.W/N.W(kgs)

3.1/3.6

3.1/3.6

3.1/3.6

3.1/3.6

6.9/7.6

6.9/7.6

6.9/7.6

11/12

11/12

Pcs/Ctn

1

1

1

1

1

1

1

1

1

CBM

0.0145

0.0145

0.0145

0.0145

0.0369

0.0369

0.0369

0.0593

0.0593

Warm white

WW

Day light

DL

Application
  Urban roads and highways
  Parking areas
  Residential or industrial areas
  Parks and commercial areas

Technical Parameters
  LED Chip Brand: CREE/Bridgelux/Lumileds
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 6020-03 | SL 6020-04
SL 6020-05 | SL 6020-06

SL 6020-08 | SL 6020-10
SL 6020-12

SL 6020-15 | SL 6020-18
SL 6020-20



IL Range IL Range

Multipurpose LED Lighting

Model

SL 2080-14

SL 2080-18

Power

140W

180W

Lamp

Modules

Modules

Luminous Flux

14600lm

18700lm

Packing(cm)

91x42x23.5

91x42x23.5

G.W/N.W(kgs)

12.5/11.5

12.5/11.5

Pcs/Ctn

1

1

CBM

0.0898

0.0898

Warm white

WW

Day light

DL

Application
  Harbours
  Flood towers
  Advertisement billboards
  Parking areas
  Sports stadiums
  Buildings

Technical Parameters
  LED Chip Brand: CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2080-14 | SL 2080-15 | SL 2080-18 | SL 2080-20 | SL 2080-24

SL 2080-14 | SL 2080-15 | SL 2080-18 | SL 2080-20 | SL 2080-24



LED Spot Light

Model

SL 2180-30

SL 2180-40

Power

300W

400W

Lamp

Modules

Modules

Luminous Flux

27400lm

36000lm

Packing(cm)

78x64x32

78x64x32

G.W/N.W(kgs)

25/23

25/23

Pcs/Ctn

1

1

CBM

0.1331

0.1597

Warm white

WW

Day light

DL

Application
  Harbours
  Flood towers
  Advertisement billboards
  Parking areas
  Sports stadiums
  Buildings

Technical Parameters
  LED Chip Brand: CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2180-30 SL 2180-40

SL 2180-30 | SL 2180-40

IL Range IL Range



LED Spot Light

Model

SL 2280-24

Power

240W

Lamp

Modules

Luminous Flux

21600lm

Packing(cm)

58x51x20.5

G.W/N.W(kgs)

16.5/15

Pcs/Ctn

1

CBM

0.0606

Warm white

WW

Day light

DL

Application
  Harbours
  Flood towers
  Advertisement billboards
  Parking areas
  Sports stadiums
  Buildings

Technical Parameters
  LED Chip Brand: CREE Module
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2280-24

IL Range IL Range

SL 2280-24



SL 2065-12 SL 2065-16 | SL 2065-18 SL 2066-04
LED Spot Light

Model

SL 2065-12

SL 2065-16

SL 2065-18

SL 2066-04

Power

120W

160W

180W

45W

Lamp

Modules

Modules

Modules

Modules

Luminous Flux

10800lm

14400lm

16200lm

4050lm

Packing(cm)

61.5x47x19.5

61.5x47x19.5

61.5x47x19.5

39x27x13

G.W/N.W(kgs)

9.85/8.87

9.85/8.87

9.85/8.87

4.6/5.3

Pcs/Ctn

1

1

1

1

CBM

0.0563

0.0563

0.0563

0.0136

Warm white

WW

Day light

DL

Application
  Harbours
  Flood towers
  Advertisement billboards
  Parking areas
  Sports stadiums
  Buildings

Technical Parameters
  LED Chip Brand: CREE/Bridgelux/Lumileds
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

IL Range IL Range

SL 2065-12

SL 2065-16 | SL 2065-18

SL 2066-04



IL Range IL Range

Model

SL 3060-01

SL 3060-02

Power

10W

20W

Lamp

SMD

SMD

Luminous Flux

800lm

1600lm

Packing(cm)

57.5x28x40

57.5x28x40

G.W/N.W(kgs)

1.45/1.25

1.45/1.25

Pcs/Ctn

10

10

CBM

0.0644

0.0644

LED Bulkhead Light LED Bulkhead Light

Warm white

WW

Day light

DL

Model

SL 3043-01

Power

10W

Lamp

SMD

Luminous Flux

770lm

Packing(cm)

57.5x28x40

G.W/N.W(kgs)

1.395/0.791

Pcs/Ctn

10

CBM

0.0644

Warm white

WW

Day light

DL

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65

o o

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65

o o

SL 3060-01 | SL 3060-02 SL 3043-01



IL Range IL Range

Model

SL 3062-01

SL 3062-02

SL 3062-03

SL 3062-04

SL 3062-05

SL 3062-06

SL 3162-01

SL 3162-02

SL 3162-03

SL 3162-04

SL 3162-05

SL 3162-06

Power

10W

20W

30W

40W

50W

60W

10W

20W

30W

40W

50W

60W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

770lm

1500lm

2200lm

2900lm

3500lm

4300lm

770lm

1500lm

2200lm

2900lm

3500lm

4300lm

Packing(cm)

48x25.5x44

48x25.5x44

58x30.5x47.5

58x30.5x47.5

67x35x50.5

67x35x50.5

48x25.5x44

48x25.5x44

58x30.5x47.5

58x30.5x47.5

67x35x50.5

67x35x50.5

G.W/N.W(kgs)

0.89/0.85

0.89/0.85

1.6/1.45

1.6/1.45

1.97/1.8

1.97/1.8

0.89/0.85

0.89/0.85

1.6/1.45

1.6/1.45

1.97/1.8

1.97/1.8

Pcs/Ctn

10

10

10

10

10

10

10

10

10

10

10

10

CBM

0.5385

0.0226

0.8402

0.8402

1.1842

1.1842

0.5385

0.0226

0.8402

0.8402

1.1842

1.1842

LED Bulkhead Light

Warm white

WW

Day light

DL

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP54/IP65
  Material: Aluminium

o o

SL 3062-01 | SL 3062-02 SL 3062-03 | SL 3062-04 SL 3062-05 | SL 3062-06 SL 3162-01 | SL 3162-02 SL 3162-03 | SL 3162-04 SL 3162-05 | SL 3162-06



IL Range IL Range

Model

SL 2160-01

SL 2160-02

SL 2160-03

SL 2160-04

SL 2260-03

SL 2260-04

SL 2360-03

Power

10W

20W

30W

40W

30W

40W

30W

Lamp

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

700lm

1400lm

2350lm

3150lm

2700lm

4000lm

2700lm

Packing(cm)

47x44.5x24

47x44.5x24

61x40.5x33.5

61x40.5x33.5

27x19x32

27x19x32

29x20x29

G.W/N.W(kgs)

1/0.81

1/0.81

2/1.77

2/1.77

2.3/1.8

2.3/1.8

2.3/1.8

Pcs/Ctn

10

10

6

6

1

1

1

CBM

0.5019

0.5019

0.4966

0.4966

0.0164

0.0164

0.0168

LED Bulkhead Light

Warm white

WW

Day light

DL

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: Epistar/San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminium

o o

SL 2260-03 | SL 2260-04SL 2160-03 | SL 2160-04SL 2160-01 | SL 2160-02 SL 2360-03



SL 3010-02 | SL 3010-03 SL 3010-05 | SL 3010-08

SL 3010-05 | SL 3010-08

IL Range IL Range

Model

SL 3010-02

SL 3010-03

SL 3010-05

SL 3010-08

Power

20W

30W

50W

80W

Lamp

COB

COB

COB

COB

Luminous Flux

1700lm

2300lm

4200lm

6600lm

Packing(cm)

44x42.5x25.5

44x42.5x25.5

43x30.5x34.5

43x30.5x34.5

G.W/N.W(kgs)

1.5/1.8

1.5/1.8

4.15/4.65

4.15/4.65

Pcs/Ctn

6

6

2

2

CBM

0.2681

0.2681

0.0905

0.0905

LED Wall Pack

Warm white

WW

Day light

DL

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminium

o o

SL 3010-02 | SL 3010-03



Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >85lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2046-02 SL 2046-05 SL 2046-08 | SL 2046-10 | SL 2046-12 SL 2046-20

IL Range IL Range

LED Flood Light

Model

SL 2046-02

SL 2046-05

SL 2046-08

SL 2046-10

SL 2046-15

SL 2046-20

Power

20W

50W

80W

100W

120W

200W

Lamp

COB

COB

COB

COB

COB

COB

Luminous Flux

1800lm

4500lm

7500lm

9800lm

11400lm

20000lm

Packing(cm)

36x19.5x24

37x30x36.5

42x40x17

42x40x17

42x40x17

48x46x17

G.W/N.W(kgs)

1.1/0.96

2.8/2.51

5.4/4.8

5.4/4.8

5.4/4.8

9.85/8.87

Pcs/Ctn

5

5

1

1

1

1

CBM

0.0842

0.0405

0.0285

0.0285

0.0285

0.0375

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL



Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >85lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

LED Flood Light

Model

SL 2146-02

SL 2146-03

SL 2146-05

SL 2146-10

SL 2146-15

SL 2146-20

Power

20W

30W

50W

100W

150W

200W

Lamp

COB

COB

COB

COB

COB

COB

Luminous Flux

1700lm

2550lm

4200lm

8500lm

12750lm

17000lm

Packing(cm)

36x19.5x24

36x19.5x24

37x30x36.5

42.5x40.5x14.5

49.5x47.5x16.5

49.5x47.5x16.5

G.W/N.W(kgs)

1.35/1.05

1.35/1.05

2.7/2.4

5.1/4.8

8.37/7.27

8.37/7.47

Pcs/Ctn

5

5

5

1

1

1

CBM

0.0842

0.0842

0.2025

0.0249

0.0388

0.0388

IL Range IL Range

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

SL 2146-02 | SL 2146-03 SL 2146-05 SL 2146-10 SL 2146-15 SL 2146-20



LED Flood Light

IL Range IL Range

Model

SL 2246-02

SL 2246-03

SL 2246-05

SL 2246-08

SL 2246-10

SL 2246-16

SL 2246-18

SL 2246-20

Power

20W

30W

50W

80W

100W

160W

180W

200W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

2000lm

2800lm

4900lm

7700lm

9600lm

16700lm

18300lm

20700lm

Packing(cm)

36x19.5x24

36x19.5x24

37x30x36.5

42.5x40.5x14.5

42.5x40.5x14.5

49.5x47.5x16.5

49.5x47.5x16.5

49.5x47.5x16.5

G.W/N.W(kgs)

1.1/0.96

1.1/0.96

2.8/2.51

5.18/4.68

5.18/4.68

8/7.08

8/7.08

8.18/7.3

Pcs/Ctn

5

5

5

1

1

1

1

1

CBM

0.0842

0.0842

0.2025

0.0285

0.0285

0.0388

0.0388

0.0388

SL 2246-02 | SL 2246-03 SL 2246-08 | SL 2246-10 SL 2246-16 | SL 2246-18 | SL 2246-20 SL 2246-20-RGSL 2246-05

RGB light

RG

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings
  Flood towers
  Harbours

Technical Parameters
  LED Chip Brand: CREE/Bridgelux
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

LedLink Lens
30 /45 /60 /90



IL Range IL Range

LED Flood Light

Model

SL 2346-03

SL 2346-05

SL 2346-08

SL 2346-10

SL 2346-15

SL 2346-20

Power

30W

50W

80W

100W

150W

200W

Lamp

SMD2853

SMD2853

SMD2853

SMD2853

SMD2853

SMD2853

Luminous Flux

2700lm

5400lm

8500lm

11000lm

15000lm

20000lm

Packing(cm)

36x19.5x24

37x30x36.5

42.5x40.5x14.5

42.5x40.5x14.5

49.5x47.5x16.5

49.5x47.5x16.5

G.W/N.W(kgs)

2.8/2.51

2.8/2.51

5/4.5

5/4.5

7.6/7.1

7.6/7.1

Pcs/Ctn

5

5

1

1

1

1

CBM

0.2025

0.2025

0.0249

0.0249

0.0388

0.0388

Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings

Technical Parameters
  LED Chip Brand: San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2346-03 SL 2346-05 SL 2346-08 | SL 2346-10 SL 2346-15 | SL 2346-20

Warm white

WW

Day light

DL



Model

SL 2006-03

SL 2006-05

SL 2006-08

SL 2006-10

Power

30W

50W

80W

100W

Lamp

COB

COB

COB

COB

Luminous Flux

2400lm

4000lm

6400lm

8000lm

Packing(cm)

46x25x33

51x29x38

50.5x29x38

50.5x29x38

G.W/N.W(kgs)

3.2/2.05

2.92/2.62

Pcs/Ctn

5

5

1

1

CBM

0.1897

0.2810

0.0562

0.0562

Application
  Advertisement billboards
  Court-yards
  Shop windows
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

Warm white

WW

Day light

DL

IL Range IL Range

LED Flood Light

45 

SL 2006-03 SL 2006-05 SL 2006-08 | SL 2006-10

SL 2006-03

SL 2006-05

SL 2006-08 | SL 2006-10



Model

SL 4042-06

SL 4042-08

SL 4042-10

SL 4042-16

SL 4042-20

SL 4142-06

SL 4142-08

SL 4142-10

Power

60W

80W

100W

160W

200W

60W

80W

100W

Lamp

COB

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

6000lm

8000lm

10000lm

16000lm

21000lm

6000lm

8000lm

10000lm

Packing(cm)

49.5x31x18.5

49.5x31x18.5

49.5x31x18.5

55.5x47x20.5

55.5x47x20.5

49.5x31x18.5

49.5x31x18.5

49.5x31x18.5

G.W/N.W(kgs)

5.82/5.2

5.82/5.2

5.82/5.2

11.59/10.5

11.59/10.5

5.82/5.2

5.82/5.2

5.82/5.2

Pcs/Ctn

1

1

1

1

1

1

1

1

CBM

0.0288

0.0288

0.0288

0.0530

0.0530

0.0288

0.0288

0.0288

Application
  Advertisement billboards
  Parking area
  Sport stadium
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

Warm white

WW

Day light

DL

IL Range IL Range

LED Flood Light SL 4042-16 | SL 4042-20 SL 4042-06 | SL 4042-08 | SL 4042-10 SL 4142-06 | SL 4142-08 | SL 4142-10

SL 4042-16 | SL 4042-20

SL 4042-06 | SL 4042-08
SL 4042-10

SL 4142-06 | SL 4142-08
SL 4142-10

LED Flood Light



IL Range

RGB light

RG

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

IL Range

LED Flood Light

Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings
  Factories
  Shop area
  Urban area

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >85lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

Model

SL 2071-01

SL 2071-02

SL 2071-03

SL 2071-04

SL 2071-05

SL 2071-06

SL 2071-07

SL 2071-08

SL 2071-10

SL 2071-12

Power

10W

20W

30W

40W

50W

60W

70W

80W

100W

120W

Lamp

COB

COB

COB

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

850lm

1800lm

2800lm

4000lm

5000lm

6100lm

6400lm

7300lm

9400lm

11000lm

Packing(cm)

47.5x25.5x38.5

51x30x46

48.5x30x38.5

48.5x30x38.5

48.5x30x38.5

44x34.5x14.5

44x34.5x14.5

44x34.5x14.5

51x39.5x17

51x39.5x17

G.W/N.W(kgs)

1/0.75

1.6/1.3

3/2.56

3.46/3

3.5/3.1

5.58/5.1

5.75/5.2

6.5/7.5

6.55/7.55

12.45/10.95

Pcs/Ctn

10

10

4

4

4

1

1

1

1

1

CBM

0.4663

0.7038

0.2241

0.2241

0.2241

0.0220

0.0220

0.0220

0.0342

0.0342

SL 2071-01 SL 2071-02 SL 2071-03 | SL 2071-04 | SL 2071-05 SL 2071-06 | SL 2071-07 | SL 2071-08 SL 2071-10 | SL 2071-12



IL Range

RGB light

RG

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

IL Range

LED Flood Light

Application
  Advertisement billboards
  Parking areas
  Sport stadiums
  Buildings
  Factories
  Shop area
  Urban area

Technical Parameters
  LED Chip Brand: Epistar/CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

Model

SL 2072-20

SL 2074-24

SL 2171-30

Power

200W

240W

300W

Lamp

COB

COB

COB

Luminous Flux

21600lm

26000lm

34000lm

Packing(cm)

61.5x47x19.5

61.5x47x19.5

61.5x47x19.5

G.W/N.W(kgs)

12.45/10.95

12.45/10.95

12.45/10.95

Pcs/Ctn

1

1

1

CBM

0.0563

0.0563

0.0563

SL 2072-20 SL 2074-20 | SL 2074-24 SL 2171-24 | SL 2171-28 | SL 2171-30

SL 2072-20

SL 2074-20 | SL 2074-24

SL 2171-24 | SL 2171-28 | SL 2171-30



Warm white

WW

Day light

DL

IL Range IL Range

LED Flood Light

Model

SL 2077-01

SL 2077-02

SL 2077-03

SL 2077-04

SL 2077-05

SL 2177-05

Power

10W

20W

30W

40W

50W

50W

Lamp

COB

COB

COB

COB

COB

SMD LENS

Luminous Flux

800lm

1600lm

2600lm

3300lm

4100lm

4100lm

Packing(cm)

27x22.5x21

32.5x26.5x25.5

46x28x35.5

46x28x35.5

46x28x35.5

46x28x35.5

G.W/N.W(kgs)

0.7/0.5

1.15/0.71

2.23/1.76

2.23/1.76

2.23/1.76

2.23/1.76

Pcs/Ctn

10

10

10

10

10

10

CBM

0.1276

0.2196

0.4572

0.4572

0.4572

0.4572

Application
  Advertisement billboards
  Buildings
  Court yards
  Landscape

Technical Parameters
  LED Chip Brand: Epistar/San An
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 3 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2077-01 SL 2077-02 SL 2077-03 SL 2077-04 | SL 2077-05 SL 2177-05



IL RangeIL Range

Infrared Sensor LED Flood Light

Model

SL 2071-02-PH

SL 2077-02-PH

SL 2072-01-PH

Power

20W

20W

10W

Lamp

COB

COB

COB

Luminous Flux

800lm

1600lm

780lm

Packing(cm)

32.5x28.5x34

32x30x29.5

58.5x27.5x24.5

G.W/N.W(kgs)

1.8/1.5

1.35/0.91

1/0.75

Pcs/Ctn

10

10

6

CBM

0.3149

0.2876

0.2364

Warm white

WW

Day light

DL

Application
  Flood towers
  Parking area
  Sport stadium
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2071-01-PH | SL 2071-02-PH SL 2077-02-PH SL 2072-01-PH

IP65 IP44



IL RangeIL Range

LED Flood Light

Warm white

WW

Day light

DL

Application
  Flood towers
  Parking area
  Sport stadium
  Buildings

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >80lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

Model

SL 2076-01

SL 2076-02

SL 2076-03

SL 2076-04

SL 2076-05

SL 2076-06

SL 2076-07

SL 2076-08

SL 2076-10

SL 2076-12

Power

10W

20W

30W

40W

50W

60W

70W

80W

100W

120W

Lamp

COB

COB

COB

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

850lm

1700lm

2800lm

3500lm

4200lm

5200lm

6000lm

6500lm

8600lm

10300lm

Packing(cm)

45x22x32

51x26.5x39

52x35x36

52x35x36

52x35x36

41.5x31x31.5

41.5x31x31.5

41.5x31x31.5

48.5x36.5x37

48.5x36.5x37

G.W/N.W(kgs)

0.45/0.250

1/0.62

1.43/0.93

1.43/0.93

1.43/0.93

3.8/3.5

3.8/3.5

3.8/3.5

6/5.35

6/5.35

Pcs/Ctn

20

20

10

10

10

4

4

4

4

4

CBM

0.6336

1.0542

0.6552

0.6552

0.6552

0.1621

0.1621

0.1621

0.2620

0.2620

SL 2076-01 SL 2076-02 SL 2076-03 | SL 2076-04 | SL 2076-05 SL 2076-06 | SL 2076-07 | SL 2076-08 SL 2076-10 | SL 2076-12



IL Range IL Range

Model

SL 8002-01

SL 8002-02

SL 8002-03

Power

10W

20W

30W

Lamp

COB

COB

COB

Luminous Flux

850lm

1700lm

2900lm

Packing(cm)

44x44x40

54x54x47

36.5x36.5x30.5

G.W/N.W(kgs)

0.875/0.52

1.48/0.93

2.25/1.88

Pcs/Ctn

8

8

1

CBM

0.0619

1.0964

0.0406

Warm white

WW

Day light

DL

Application
  Hyper markets
  Commercial areas
  Exhibition halls

Technical Parameters
  LED Chip Brand: Epistar
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 8002-01 SL 8002-02 SL 8002-03

Yellow(YL)

Green(GR)

Red(RD)

Blue(BL)

Orange(OR)

Aluminum(AL) White(WH)

LED Low Bay



IL Range IL Range

Model

SL 8002-04

SL 8002-05

SL 8012-04

SL 8012-05

SL 8022-04

SL 8022-05

Power

40W

50W

40W

50W

40W

50W

Lamp

COB

COB

COB

COB

COB

COB

Luminous Flux

3900lm

4900lm

3700lm

4600lm

4000lm

5000lm

Packing(cm)

40x40x34

40x40x34

40x40x42

40x40x42

40x40x26

40x40x26

G.W/N.W(kgs)

4.65/3.38

4.65/3.38

4.78/3.56

4.78/3.56

4.23/3.08

4.23/3.08

Pcs/Ctn

1

1

1

1

1

1

CBM

0.0544

0.0544

0.0674

0.0674

0.0416

0.0416

Warm white

WW

Day light

DL

LED High Bay

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls
  Factories
  Warehouses

Technical Parameters
  LED Chip Brand: Epistar/CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP54/IP65
  Material: Aluminum

o o

SL 8002 (90 )o

SL 8012 (60 )o

SL 8022 (120 )o

SL 8022-04 | SL 8022-05 SL 8002-04 | SL 8002-05 SL 8012-04 | SL 8012-05



IL Range IL Range

Model

SL 8002-08

SL 8002-10

SL 8002-12

SL 8012-08

SL 8012-10

SL 8012-12

SL 8022-08

SL 8022-10

SL 8022-12

Power

80W

100W

120W

80W

100W

120W

80W

100W

120W

Lamp

COB

COB

COB

COB

COB

COB

COB

COB

COB

Luminous Flux

7700lm

9600lm

11500lm

7300lm

9100lm

10900lm

8000lm

10100lm

12700lm

Packing(cm)

50.5x50.5x42.5

50.5x50.5x42.5

50.5x50.5x42.5

50.5x50.5x50.5

50.5x50.5x50.5

50.5x50.5x50.5

50.5x50.5x34

50.5x50.5x34

50.5x50.5x34

G.W/N.W(kgs)

8.57/6.78

8.57/6.78

8.57/6.78

8.83/6.86

8.83/6.86

8.83/6.86

8.06/6.33

8.06/6.33

8.06/6.33

Pcs/Ctn

1

1

1

1

1

1

1

1

1

CBM

0.1084

0.1084

0.1084

0.1287

0.1287

0.1287

0.0867

0.0867

0.0867

Warm white

WW

Day light

DL

LED High Bay

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls
  Factories
  Warehouses

Technical Parameters
  LED Chip Brand: Epistar/CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP54/IP65
  Material: Aluminum

o o

SL 8002 (90 )o

SL 8012 (60 )o

SL 8022 (120 )o

SL 8022-08 | SL 8022-10 | SL 8022-12 SL 8002-08 | SL 8002-10 | SL 8002-12 SL 8012-08 | SL 8012-10 | SL 8012-12



IL Range IL Range

Model

SL 8002-15

SL 8002-18

SL 8012-15

SL 8012-18

SL 8022-15

SL 8022-18

Power

150W

180W

150W

180W

150W

180W

Lamp

COB

COB

COB

COB

COB

COB

Luminous Flux

14400lm

17000lm

13600lm

16500lm

15000lm

18000lm

Packing(cm)

61x61x52

61x61x52

61x61x61

61x61x61

60x60x40

60x60x40

G.W/N.W(kgs)

15/12.13

15.6/12.73

14.78/11.91

15.38/12.51

15.32/12.38

15.96/12.96

Pcs/Ctn

1

1

1

1

1

1

CBM

0.1935

0.1035

0.2178

0.2178

0.1440

0.1440

Warm white

WW

Day light

DL

LED High Bay

Application
  O�ces
  Hyper markets
  Commercial areas
  Exhibition halls
  Factories
  Warehouses

Technical Parameters
  LED Chip Brand: Epistar/CREE
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >100lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP54/IP65
  Material: Aluminum

o o

SL 8002 (90 )o

SL 8012 (60 )o

SL 8022 (120 )o

SL 8022-08 | SL 8022-10 | SL 8022-12 SL 8002-08 | SL 8002-10 | SL 8002-12 SL 8012-08 | SL 8012-10 | SL 8012-12



Model

SL 9006-01

SL 9006-02

SL 9006-03

Power

9W

12W

18W

Lamp

SMD

SMD

SMD

Luminous Flux

720lm

900lm

1440lm

Packing(cm)

70x28.5x23.5

70x28.5x23.5

70x28.5x23.5

G.W/N.W(kgs)

0.89/0.85

1.6/1.45

1.97/1.8

Pcs/Ctn

20

20

20

CBM

0.9376

0.9376

0.9376

IL Range IL Range

LED Multipurpose lighting

Warm white

WW

Day light

DL

Application
  Landscape
  Court yards
  Commercial areas
  Exhibition halls
  Spray fountain

Technical Parameters
  LED Chip Brand: CREE/Bridgelux
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP54/IP65
  Material: Aluminum

o o

SL 9006-01 | SL 9006-02 | SL 9006-03

SL 9006-01 | SL 9006-02 | SL 9006-03



Model

SL 2078-04

SL 2078-05

SL 2078-06

SL 2078-08

SL 2078-10

SL 2078-12

Power

40W

50W

60W

80W

100W

120W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

3600lm

4700lm

5400lm

7200lm

8100lm

10800lm

Packing(cm)

27x26.5x14

27x26.5x14

27x26.5x14

36x35.5x13.5

36x35.5x13.5

36x35.5x13.5

G.W/N.W(kgs)

4.15/3.52

4.15/3.52

4.15/3.52

6.8/6.42

6.8/6.42

6.8/6.42

Pcs/Ctn

1

1

1

1

1

1

CBM

0.0100

0.0100

0.0100

0.0173

0.0173

0.0173

IL Range IL Range

LED Multipurpose lighting

RGB light

RG

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Application
  Harbour
  Flood towers
  Advertisement billboards
  Parking area
  Sport stadium

Technical Parameters
  LED Chip Brand: CREE/Bridgelux
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2078-04 | SL 2078-05 | SL 2078-06 | SL 2078-08 | SL 2078-10 | SL 2078-12

SL 2078-04 | SL 2078-05 | SL 2078-06 SL 2078-08 | SL 2078-10 | SL 2078-12 SL 2078-24 | SL 2078-30 | SL 2078-36

SL 2078-04 | SL 2078-05 | SL 2078-06

SL 2078-08 | SL 2078-10 | SL 2078-12

SL 2078-24 | SL 2078-30 | SL 2078-36



Model

SL 2079-04

SL 2079-05

SL 2079-06

SL 2079-08

SL 2079-10

SL 2079-12

Power

40W

50W

60W

80W

100W

120W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

3600lm

4700lm

5400lm

7200lm

8100lm

10800lm

Packing(cm)

27x26.5x18

27x26.5x18

27x26.5x18

36x35.5x20

36x35.5x20

36x35.5x20

G.W/N.W(kgs)

4.2/3.62

4.2/3.62

4.2/3.62

6.9/6.52

6.9/6.52

6.9/6.52

Pcs/Ctn

1

1

1

1

1

1

CBM

0.0129

0.0129

0.0129

0.0256

0.0256

0.0256

IL Range IL Range

LED Multipurpose lighting

RGB light

RG

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Warm white

WW

Red

RD

Green

GR

Blue

BL

Day Light

DL

Application
  Harbour
  Flood towers
  Advertisement billboards
  Parking area
  Sport stadium

Technical Parameters
  LED Chip Brand: CREE/Bridgelux
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2079-04 | SL 2079-05 | SL 2079-06 | SL 2079-08 | SL 2079-10 | SL 2079-12

SL 2079-04 | SL 2079-05 | SL 2079-06 SL 2079-08 | SL 2079-10 | SL 2079-12 SL 2079-24 | SL 2079-30 | SL 2079-36

SL 2079-04 | SL 2079-05 | SL 2079-06

SL 2079-08 | SL 2079-10 | SL 2079-12

SL 2079-24 | SL 2079-30 | SL 2079-36



Model

SL 2080-04

SL 2080-05

SL 2080-06

SL 2080-08

SL 2080-10

SL 2080-12

Power

40W

50W

60W

80W

100W

120W

Lamp

SMD

SMD

SMD

SMD

SMD

SMD

Luminous Flux

3600lm

4500lm

5400lm

7200lm

8100lm

10800lm

Packing(cm)

37x37x30

37x37x30

37x37x30

47x47x32

47x47x32

47x47x32

G.W/N.W(kgs)

4.54/3.8

4.54/3.8

4.54/3.8

7.04/6.7

7.04/6.7

7.04/6.7

Pcs/Ctn

1

1

1

1

1

1

CBM

0.0411

0.0411

0.0411

0.0707

0.0707

0.0707

Warm white

WW

Day light

DL

Application
  Parking area
  Industrial areas
  Shop area
  Factories
  Warehouses
  Landscape

Technical Parameters
  LED Chip Brand: CREE/Bridgelux
  Input Voltage: AC100-240 50/60Hz
  Light E�ciency: >90lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +60 C
  Warranty: 5 years
  Power Factor: >0.9
  Color Rendering Index(Ra): >72
  IP Grade: IP65
  Material: Aluminum

o o

SL 2080-04 | SL 2080-05 | SL 2080-06 SL 2080-08 | SL 2080-10 | SL 2080-12 SL 2080-24 | SL 2080-30 | SL 2080-36

IL Range IL Range

LED Multipurpose lighting

SL 2080-04 | SL 2080-05 | SL 2080-06

SL 2080-08 | SL 2080-10 | SL 2080-12

SL 2080-24 | SL 2080-30 | SL 2080-36



Warm white

WW

Day light

DL

Model

SL 2050

SL 2100

SL 2150

SL 2200

Power

50W

100W

150W

200W

Modules

1

2

3

4

Luminous Flux

6250lm

12500lm

18750lm

25000lm

Packing(cm)

28x20x36.5

35.5x20x36.5

42.5x20x36.5

50.5x20x36.5

G.W/N.W(kgs)

3.1

4.4

5.2

6.3

Pcs/Ctn

1

1

1

1

Application
  Gas station
  Hall, Corridor
  Hotel, Hospital
  Airport, Train station

Technical Parameters
  LED Chip Brand: Philips Lumileds
  Input Voltage: AC100-240V/277V AC 50/60Hz
  Light E�ciency: >125lm/W
  Color Temperature: 3000K/ 6000K
  Operating Temperature: -40 C/ +50 C
  Warranty: 3 years
  Power Factor: >0.95
  Color Rendering Index(Ra): >70
  IP Grade: IP66, IK10
  Material: Anodized Aluminum

o o

SL 2050 SL 2100 SL 2150 SL 2200

IL Range IL Range

LED Canopy Light

XTREME LUMINAIRE DESIGN

Reasonable heat sink design, not
only keep ventilation but also
avoid laceration.

Gaps between each module are
increased head dissipation speed
and solved the problem of dust
deposition. 
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Professional lens design with 60°, 90° 
and 110° optional.
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